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Linear Batten Light IP40

b< / 0.2W high lumen SMD2835

lower brightness decay.

Driverless power supply solution: -Excellent AL6063-T5

No EMC interference aluminium body

All in one technology(PCB,LEDs&driver)

Easy to maintain Fireproof PC base

Features:

@1P44 rating, IP44 test report available

@ Recycled and environmentaly pure Aluminum housing.

@CE, ROHS, ERP, SAA certifiations. 90Im/W, RA>80

@ Surface mounting or pendant installation, surface mounted accessories free.

@ 1ft-6ft Length, same light distribution with same watts LED panels, but lower cost
@ Unique and patented design, 3 year warranty.

@ Built-in microwave sensor version, 30s on after human's last move.

Application:

% Laundry rooms, corridors, garages or office lighting
% Residential / Institution Buildings
% Schools, Colleges & Universities

Certificates:
u European market: TUV, GS, CB, CE, RoHS




G1 and G2 LED Battens

1. Appearance: G2 LED batten has large width and height with an Ark housing
edge design.

2. Installation and docking fit neatly
- accessories free.

3. Junction box for safety - Ground cable for aluminium
housing - Electrical safety ensured. Open the junction

box and the electricity cable fastens to the box on the back
of the lamp making it easy for wiring..

OPTICAL CHARACTERISTICS:

Item No. Color Voltage LED Type CRI Lumen Dimension
LS-CDT50F10 WW-3000K AC200-240V 2835 >80  800Im 35*80*280mm
LS-CDT50F10 NW-4000K AC200-240V 2835 >80  850Im 35*80*280mm
LS-CDT50F10 DW-6000K AC200-240V 2835 >80  900Im 35*80*280mm
LS-CDT86F20 WW-3000K AC200-240V 2835 >80 1600Im 35*80*580mm
LS-CDT86F20 NW-4000K AC200-240V 2835 >80 1700Im 35*80*580mm
LS-CDT86F20 DW-6000K AC200-240V 2835 >80 1800Im 35*80*580mm

Light Distribution Curve and Average E (LX) Figure Package
: - Item Inner box size G.W
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Nate: The Curves indicate the lluminated area and the average
lumination when the luminaire is at dfierert distance.



OPTICAL CHARACTERISTICS:

ltem No. Color Voltage LED Type CRI Lumen Dimension
LS-CDT160F30 WW-3000K AC200-240V 2835 >80 2300Im 35*80*880mm
LS-CDT160F30  NW-4000K AC200-240V 2835 >80 2400Im 35*80*880mm
LS-CDT160F30 DW-6000K AC200-240V 2835 >80 2500Im 35*80*880mm
LS-CDT170F40 WW-3000K AC200-240V 2835 >80  3400Im 35*80*1190mm
LS-CDT170F40  NW-4000K AC200-240V 2835 >80 3500Im 35*80*1190mm
LS-CDT170F40 DW-6000K AC200-240V 2835 >80  3600Im 35*80*1190mm

Light Distribution Curve and Average E (LX) Figure Package
ltem Inner box size G.W
0.9m 910*84*38mm  710g
1.2m 1220*84*38mm 900g
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OPTICAL CHARACTERISTICS:

Item No. Color Voltage LED Type CRI Lumen Dimension
LS-CDT258F60 WW-3000K AC200-240V 2835 >80 5300Im 35*80*1480mm
LS-CDT258F60 NW-4000K AC200-240V 2835 >80 5400Im 35*80*1480mm
LS-CDT258F60 DW-6000K AC200-240V 2835 >80 5500Im 35*80*1480mm
LS-CDT360F75 WW-3000K AC200-240V 2835 >80 6650Im 35*80*1780mm
LS-CDT360F75 NW-4000K AC200-240V 2835 >80 6700Im 35*80*1780mm
LS-CDT360F75 DW-6000K AC200-240V 2835 >80 6750Im 35*80*1780mm

Light Distribution Curve and Average E (LX) Figure Package
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Installation

surface Mounting

Suspension |
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