LIGHTSAV

1 AW EL_E D).

High grade external driver and DC plug ready to be
wired in to the mains

EVA-Spacing material to assure a perfect fit

High grade light-guide-blade to redirect all the light
downwards

Rippled or smooth aluminum frame with perfect
corners and a high ability to disperse the heat

26W & 40W (4000K & 5500K)

Features:

o |deal replacement for fluorescent fittings

e Output outperforms traditional fluorescents
e Even light distribution on walls and ceilings
e Aids LG3 and LG7 compliance

o Emergency and dimmable versions available
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26W | 36W | 40W | 68W

LED Panel Light

Stable back-cover blade to support overall stability
and enhance heat dissipation abilities

White non-transparent sheet to prevent the light
from going in the wrong direction

High quality diffuser blade with around 88%
transparency

LED PCB stripes on two sides to assure a perfectly
homogenies light distribution

68W (4000K & 5500K) 36W (4000K & 5500K)

Area of application:

m Office environments
m Worksites for color-checking
B Cleanrooms and laboratories
m Hallways & corridors

e Slim Profile

e Save 50-70% on energy costs

e |nstant start, maintenance free

e Free from mercury and other hazardous materials
e | ong Life — 50,000 hours

Years

Warranty



LED Slim Panel Lights

NEW Ultra Efficient Recessed Panels
Only 26W 600 x 600mm LED Panel - 4000K & 5500K

CODE LS-PAN26W130(40K) 0 lumens
LS-PAN26W130(55K) - o

INPUT VOLTAGE 110-230V AC 50-60Hz :

LED QTY 372PCS LED SMD Epistar

DRIVER Includes Lifud non dimmable driver

WATTAGE 26W

LUMEN 3300Lm

COLOUR TEMP 4000k / 5500k

CRI >80

FINISH White

SIZE 595 x 595 x 9mm

LIFETIME 50,000hrs

ALTERNATIVE TO 4 X 18W (72W) Fluorescent L I FU d

ENERGY SAVING 66% Driver Included

26 ff 50000 f 3300 [ 100 W 5vear
Watt Hours Lumens Kelvins Warranty

Full range of LED Drivers in

ACCESSORIES stock, including DALI, 0-10V,
Code Description dimmable, flicker free & more.
LS-EMLED-PK Universal 3 hour emergency pack

) . Suitable sensors &
LS- LED-PANELSSK Suspension kit for LED panels ;
LS-LED-PANELFR600X600 Surface mount frame for 600 x 600 LED panels IR ilable.

Features & Benefits

e |deal replacement for 600 x 600mm fluorescent fittings
e 505 x 595mm size for direct and quick retro fitting

e 3300Im output outperforms traditional fluorescents

e Even light distribution on walls and ceilings

e Aids LG3 and LG7 compliance

e Emergency and dimmable versions available

e Slim Profile

e Save atleast 66% on energy costs

e Instant start, maintenance free

e Free from mercury and other hazardous materials
e | ong Life — 50,000 hours

e | ow heat output

~

Recessed White Trim

The most efficient LED Panel Light on the market at time of print
Photometric data available on request

“Product specifications and appearance are subject to change without notice



LED Slim Panel Lights

Recessed Panels

40W 600 x 600mm LED Panel - White Trim

CODE LS-LED-PANEL36(595)40KWH
LS-LED-PANEL36(595)55KWH
INPUT VOLTAGE 110-230V AC 50-60Hz
LED QTY 372PCS LED SMD Epistar
DRIVER Includes Lifud non dimmable driver
WATTAGE 40W
LUMEN 3400 - 3600Lm
COLOUR TEMP 4000k / 5500k
CRI >80 h
FINISH White
SIZE 595 x 595 x 9mm
LIFETIME 50,000hrs . \
ALTERNATIVE TO 4 X 18W (72W) Fluorescent b Lir d
ENERGY SAVING 50% _ U
Driver Included
3400/ W 4000/
40 50,000 3Y
= A B B
Full range of LED Drivers in
ACCESSORIES I !
e stock, including DALI, 0-10V,
Code Description
. dimmable, flicker free & more.
LS-EMLED-PK Universal 3 hour emergency pack

LS- LED-PANELSSK Suspension kit for LED panels Suitable sensors &
LS-LED-PANELFR600X600 Surface mount frame for 600 x 600 LED panels controls available.

Features & Benefits

e |deal replacement for 600 x 600mm fluorescent fittings e Slim Profile

e 595 x 595mm size for direct and quick retro fitting e Save 50-70% on energy costs

e Output outperforms traditional fluorescents e Instant start, maintenance free

e Even light distribution on walls and ceilings e Free from mercury and other hazardous materials
e Aids LG3 and LG7 compliance e | ong Life — 50,000 hours

e Emergency and dimmable versions available e | ow heat output

40W Photometric Data
ILLUMINATION INTENSITY CHART LIGHT DISTRIBUTION CHART
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*Product specifications and appearance are subject to change without notice



LED Slim Panel Lights

Recessed Panels

68W 600 x 1200mm LED Panel - White Trim

CODE LS-LED-PANEL68(1195)40KWH
LS-LED-PANEL68(1195)55KWH

INPUT VOLTAGE 110-230V AC 50-60Hz
LED QTY B600PCS LED SMD Epistar
DRIVER Includes Lifud non dimmable driver -
WATTAGE 68W
LUMEN 5500Lm
COLOUR TEMP 4000k / 5500k ek
CRI >80 —
FINISH White
SIZE 595 x 1195 x 9mm
LIFETIME 50,000hrs
ALTERNATIVE TO 4 X 36W (144W) Fluorescent
ENERGY SAVING 50%
EEBE0H
Watt Hours Lumens Kelvins Warranty
ACCESSORIES
Code Description
LS-EMLED-PK Universal 3 hour emergency pack
LS- LED-PANELSSK Suspension kit for LED panels
LS-LED-PANELFR600X600

Features & Benefits

e |deal replacement for 600 x 1200mm fluorescent fittings
e 505 x 1195mm size for direct and quick retro fitting

e 5500Im output outperforms traditional fluorescents

e Even light distribution on walls and ceilings

e Aids LG3 and LG7 compliance

e Emergency and dimmable versions available

Dimmable drivers available

LiFud

Driver Included

Full range of LED Drivers in
stock, including DALI, 0-10V,
dimmable, flicker free & more.

Suitable sensors &
controls available.

Surface mount frame for 1200 x 600 LED panels

e Slim Profile

e Save 50-70% on energy costs

e Instant start, maintenance free

e Free from mercury and other hazardous materials
e | ong Life — 50,000 hours

e | ow heat output

Slim 9mm Profile

*Product specifications and appearance are subject to change without notice



LED Slim Panel Lights

Recessed Panels
36W 1200 x 300mm LED Panel - White Trim

CODE LS-LED-PANEL36(595)40KWH
LS-LED-PANEL36(595)55KWH

INPUT VOLTAGE 110-230V AC 50-60Hz

LED QTY 372PCS LED SMD Epistar

DRIVER Includes Lifud non dimmable driver

WATTAGE 36W =

LUMEN 3600Lm

COLOUR TEMP 4000k / 5500k

CRI >80

FINISH White

SIZE 1195 x 295 x 9mm

LIFETIME 50,000hrs

ALTERNATIVE TO 2 X 36W (72W) Fluorescent o
ENERGY SAVING 50% L I F U d

Driver Included

36l 50000 i se00 [ 1000 W 3vear
Watt Hours Lumens Kelins Warranty

ACCESSORIES Full range of LED Drivers in
Code Description stock, including DALI, 0-10V,
LS-EMLED-PK Universal 3 hour emergency pack dimmable, flicker free & more.

LS- LED-PANELSSK Suspension kit for LED panels )
Suitable sensors &
LS-LED-PANELFR600X600 Surface mount frame for 1200 x 300 LED panels .
controls available.

Features & Benefits

e |deal replacement for 1200 x 300mm fluorescent fittings e Slim Profile
e 1195 x 295mm size for direct and quick retro fitting e Save 50-70% on energy costs
e 3600Im output outperforms traditional fluorescents e Instant start, maintenance free
e Even light distribution on walls and ceilings e Free from mercury and other hazardous materials
e Aids LG3 and LG7 compliance e | ong Life — 50,000 hours
e Emergency and dimmable versions available e | ow heat output
36W Photometric Data ﬁ
ILLUMINATION INTENSITY CHART LIGHT DISTRIBUTION CHART
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*Product specifications and appearance are subject to change without notice



LED Slim Panel Lights

Surface Mount Frames & Suspension Kits For LED Panels

Our simple to install surface mount frames & suspension kits allow our recessed LED panels to be easily converted into surface
mounted fittings for use on fixed ceilings.

We have surface mounted frames which fix directly to the ceiling, the LED panel is then easily slid into position, and the final side
of the panel is fixed to the frame, giving a complete surface mounted fitting.
The surface mounted frame kits are available for 600 x 600, and 1200 x 300 size panels.

We also supply surface mounted suspension kits. The kit contains four suspension wires and all relevant brackets & fixings. The
suspension kits are adjustable to suspend the panel from as close as 10cm to the ceiling up to around 70cm away. The kits are
suitable for use with all of our panel sizes, and one wire is connected to each corner of the panel.

Surface Mounted Frames

Code Description

LS-PANELFR600X600 White 600 x 600 Surface Mounted Frame
LS- LED-PANELFR1200X300 White 1200 x 300 Surface Mounted Frame
LS-LED-PANELFR1200X600 White 1200 x 600 Surface Mounted Frame

S b
Surface Mounted Suspension Kits
Code Description
LS- LED-PANELSSK Surface Mount Suspension Kit
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LIGHTSAVE LFD &8

Unit 91 . Court hill House . 60 Water Lane . Cheshire . SK9 5A]
Tel : 01625 828 999  Web: www.lightsaveled.com  Email: info@lightsaveled.com

! We reserve the right to revise or update its product specifications without notice.




